UItBEFunnels

Bung Access Funnetne Bung Access Ultra-Funnel allows access to the 19 mum dung. Installation
of our pop-up liquid level gauge in the 19 mm bung allows v@umonitoring of waste level in the drum and helps you
plan ahead for drum removal. It also eliminates the mess edusy over®lling!

Optional hinged cover
keeps dirt and unwanted
materials out of your
waste stream. It's also

T p— e lockable for secure drum
- - management.

Part# 0482 N Part# 0484

U.S. Patent No. 5,117,878; D,317,850

ULTRA-BUNG ACCESS FUNNEL

Part# 0482: with spout

Part# 0488: no spout

Part# 0484: with hinged cover, with spout
Part# 0487: with hinged cover, no spout

Dimensions: 600 OD x 139 mm
736 x 679 x 241 mm with hinged cover

Weight: 4 kg
6 kg with hinged cover

Capacity: 22 litres

Options: Snap-on Cover, Part# 0485
PopUp Fill Gauge, Part# 9985

Unique zig-zag channeled surface dieuses splashitigvel surfaces allow ®lters,
paint cans, buckets and bottles to remain uprighthile draining passively.

Burp-Free Funnel

Burp-Free Ultra-Funnels feature a built-in
vent. No more splashing or 2burping® when
pouring liquids!

- Threaded brass insert screws into 50 mm drum b

—
Part# 0651 g( &

- All polyethylene
construction
won't rust or
corrode B
provides excellent
chemical resistance.

Part# 0656

- Hinged, lockable
lid prevents
unauthorized
access.

- New, larger style

provides bigger ULTRA-BURP-FREE FUNNEL
pouring area and

easy access.

Part# 0651: Standard
Part# 0656: Large

Weight: 2 kg
Weight: 3 kg

Dinoessi339 mm dia. x 279 mm H
Dimesisb58 mm dia. x 292 mm

PRATT

Pratt Safety Systems ph: 1300 133 226, fax: 1300 134 015, www.prattsafety.cms



Part# 0499

Global Funnel

- Securely ®ts nearly every
208 litre tighthead steel
or polyethylene drum
manufactured throughout
the world.

- Unique bottom design _ J
®ts tlg htly on d rums Horseshoe design feature allows
with Varying diameters installation of a PopUp Fill Gauge #+ allows

accurate monitoring of liquid level inside
b I’IO. more WObb Ies the drum to prevent messy over®lling.
or drips!

U.S. Patent No. 5,117,878; D,317,850

ULTRA-GLOBAL FUNNEL

Part# 0497: with spout
Part# 0499: with hinged cover, with spout

Weight: 6 kg without cover 8 kg with cover

Capacity: 18 litres

Options: PopUp Fill Gauge, Part# 9985
Snap-on Cover, Part# 0498

OpenHead Funnel

- All polyethylene
funnel can be
used on 208 litre
open-head steel
or poly drums.

- Replaces drum
lid allowing
convenient
drum access for
pouring, collecting
rags, soiled
absorbents, etc.

- Molded base ®ts securely onto drum B thumb
screws quickly tighten for added security.

- Hinged cover is lockable.

ULTRA-OPENHEAD FUNNEL

Part# 0460

For drums 565 - 596 mm dia.

Dimensions:
622 mm dia. X 279 mm

Weight: 6 kg

Optional Parts Screen b Part# 0305

U.S. Patent Pending

UIBBDrumPump A

-Nuisance pump drips
and overspills ow
back into drum without
removing funnel.

- Filter screen keeps debris and patrticles from
entering drum.

- Pump adapter ®ts 50 mm drum bungs and pumps up
to 41 mm diameter (pump not included).

- Use with Bung Access Funnel, Part# 0488
Funnel must be purchased separately.

ULTRA-DRUMPUMP ADAPTER

Part# 0445 Weight: 1 kg Construction: Brass
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