
Reinforcing mesh resists tearing.

UltraDrainSeals

· Reinforcing mesh is ªsandwichedº between layers of polyurethane Ð increases durability and resistance to tearing.

· Unique, urethane construction allows the pad to deform and seal o! most drains Ð temporarily ªsealsº to any 
smooth surface.

· A valuable addition to any emergency response plan, spill kit, SPCC or stormwater management program.

· Unlike some alternative products, BOTH sides will quickly seal drains Ð there is no speci®ed ªtopº or ªbottom.º

Optional Ultra-DrainSeal WallMount Units allow quick response to any spill
Ð just "grab and go"!

ULTRA-DRAINSEALS ULTRA-DRAINSEAL WALLMOUNT

Stop Spills From 
Going Down The Drain

Square:             Part# 2126: 457 x 457 x 9 mm · 2 kg
Part# 2127: 609 x 609 x 9 mm · 4 kg
Part# 2130: 914 x 914 x 9 mm · 4 kg
Part# 2131: 1066 x 1066 x 9 mm · 9 kg
Part# 2132: 1219 x 1219 x 9 mm · 15 kg
Part# 2133: 1371 x 1371 x 9 mm · 18 kg

Circular: Part# 2134: 304 dia. x 9 mm · 1 kg
Part# 2135: 508 dia. x 9 mm · 2 kg
Part# 2136: 762 dia. x 9 mm · 4 kg
Part# 2137: 1066 dia. x 9 mm · 9 kg

Rectangular: Part# 2124: 457 x 1473 x 9 mm · 7 kg

Part# 2125: 914 x 1473 x 9 mm · 13 kg

Part# 2140: Fits 457 x 457 mm, 609 x 609 mm, 304 mm dia. and 
508 mm dia. DrainSeals 

Part# 2142: Fits 914 x 914 mm and 762 mm dia. DrainSeals

Part# 2143: Fits 1066 x 1066 mm, 1219 x 1219 mm and 
1066 dia. DrainSeals

Made of durable polyethylene. Velcro strap allows quick
and easy access.

Non-slip handle for easy carrying.

Mounting hardware included. 

Part# 2142

Part# 2134

U.S. Patent No. 6,530,722

Part# 2124

Flexible, non-absorbing material with
reinforced, tear-resistant mesh 

One unit per box, easily cuts to special
shapes and sizes

Resists oil, water and most aggressive
chemicals, cleans with soap and water

Prevents contaminants from entering drain

Helps comply with SPCC

Helps comply with NPDES
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