QO | Economical Water-Filled Booms
U|trasp|||300m Help Contain and Divert Liquids

* Heavy-duty boom:s fill
quickly and easily with water
when needed to divert or
contain spills.

* Reusable units can be drained
for compact storage.

+ Available in several sizes —
optional connector can be
used to connect two or more
units together.

* Rugged, 20 mil PVC
construction can be used on
smooth or rough surfaces.

ULTRA-SPILLBOOM

Part# 2154

Part# 2150 125 mm dia. x 1524 mm L, Box of 2 1kg
Part# 2151 127 mm dia. x 3048 mm L 1kg
Part# 2154 254 mm dia. x 7620 mm L 1kg 3
Part# 2155 254 mm dia. x 15240 mm L 2kg ?\ =
Optional Connectors (Part# 2153 for 127 mm SpillBooms and Part# 2157 for 254 mm SpillBooms) used to connect units gfil;’::/u%g”ecmfs can be usedd to connect two

UtralsDrainPlugs

» Tapered design wedges securely into standard drains
to stop any flow.

* Eyebolts are removable, allowing installation of
grating with DrainPlug in place.

» Non-absorbing, easily cleaned for repeated use.

Standard Sizes:

50 mm Diameter ......... Part# 2113 203 mm Diameter ........ Part# 2118
76 mm Diameter ......... Part# 2114 254 mm Diameter ........ Part# 2119
101 mm Diameter ........ Part# 2115 304 mm Diameter ........ Part# 2121
152 mm Diameter ........ Part# 2117 3-PlugKit* ............... Part# 2116

* (Includes one each of 50 mm, 76 mm and 101 mm Ultra-DrainPlugs and Plastic Carrying Case.)

ULTRA-DRAINPLUGS

50 mm dia. conical plug, Weight: 1 kg
76 mm dia. conical plug, Weight: 1 kg
101 mm dia. conical plug, Weight: 1 kg
152 mm dia. conical plug, Weight: 3 kg
203 mm dia. conical plug, Weight: 6 kg
254 mm dia. conical plug, Weight: 10 kg
304 mm dia. conical plug, Weight: 14 kg

Flexible polyurethane material

Resists oil, water and most aggressive chemicals
Prevents contaminants from entering drain
Non-absorbing material

Cleans with soap and water

Safety orange color
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